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CLAIRULOSE 
 

 
Precoating made up of cellulose and bentonite (5.5 %). In accordance with the 
International Enological Codex. Qualified for the filtration of alimentary liquids. 

  
 
Physical characteristics 
  

Aspect ........................................................................................................................................ fibres 
Colour ........................................................................................................................................ white 
Specific gravity ............................................................................................................approx. 150g/L 

 
Chemical analysis 
 

Humidity .........................................< 8.5% 
Ashes ....................................... about 5 %  
pH ................................................ about 6  

Iron .................................................< 150ppm  
Lead ...................................................< 6ppm  

 
Oenological use 
 

Properties: element from filtration precoating used for D-earth filters. 
Dosage: 300 g/m2 to 400 g/m2 of filtering surface + 600 g/m2 of diatoms (check 
the label or commercial datasheet for guidance). 
Preparation: leave it swell in water before use (3 hours). 
Remarks: 

·  � Use an inert and clean container. 
·  � Use the products within 12 hours after preparation. 

 
Storage – Optimal date of use 
 

- Store in original packaging at room temperature (0 to 22° C), in a dry and 
odourless room. 
- Optimal date of use :   4 years after packing date. � 1 month after opening (if 
the bag is properly sealed).  

�  
Packaging 
 

10kg bags 
 
Safety 
 

 
 
 
 

Check the safety data sheet 


